
Elements of the Atmospheric River Capture Project
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Biological Resources
Sensitive Habitat Types: Wetland and Oak Woodlands (Wood Hollow Pump Station Site); Riparian (Stafford Lake Pump Station & Dechlorination Facility Site)

Technical Studies: A Biological Resources Evaluation and Rare Plant Surveys will be conducted to identify the potential for special status species to occur. 
An Aquatic Resource Delineation Report will also be conducted to identify and map the boundaries of wetlands or jurisdictional Waters of the U.S.

Stafford Lake Pump Station / Dechlorination Facility SiteWood Hollow Pump Station Site



Pipeline Construction within City of Novato

Traffic Impacts
Localized Lane Closures will be necessary around 
active construction
Emergency Access will be maintained at all times
Roads Affected: Wood Hollow Dr, Redwood Blvd, 
San Marin Dr, Novato Blvd, Point Reyes–Petaluma 
Rd, Nicasio Valley Rd

Total Construction Duration
~One year and two months total pipeline 
construction over a span of two and half years 
(Fall 2027 – Spring 2030)

Typical Work Rate
Open trench: Approximately 115 to 300 linear 
feet of pipe per day.

Construction Methods
The majority of the pipeline would use an open 
trench method. Trenchless construction methods 
may be needed in some areas based on site 
conditions.

Key Considerations
School coordination, bicycle route access, 
temporary closures governed by traffic plan and 
public safety.

*Phases of construction may be completed concurrently



Pipeline Construction within Unincorporated Marin County

*Phases of construction may be completed concurrently

Traffic Impacts
Localized Lane Closures will be necessary around 
active construction
Emergency Access will be maintained at all times
Roads Affected: Wood Hollow Dr, Redwood Blvd, 
San Marin Dr, Novato Blvd, Point Reyes–Petaluma 
Rd, Nicasio Valley Rd

Total Construction Duration
~One year and two months total pipeline 
construction over a span of two and half years 
(Fall 2027 – Spring 2030)

Typical Work Rate
Open trench: Approximately 115 to 300 linear 
feet of pipe per day.

Construction Methods
The majority of the pipeline would use an open 
trench method. Trenchless construction methods 
may be needed in some areas based on site 
conditions.

Key Considerations
School coordination, bicycle route access, 
temporary closures governed by traffic plan and 
public safety.



CEQA Environmental 
Review Process

Topics to be Addressed in the 
Environmental Impact Report

How to Submit Comments

1
Scoping: Initiate Environmental Review
& Public Outreach: March 13 – April 13 
(30 days)

2
Publish Draft Environmental
Impact Report (EIR)
Anticipated Summer / Fall 2026

3
Public Comment Period
for Draft EIR (45 days)
Anticipated Summer / Fall 2026

4
Address Public Comments on
Draft and Publish Final EIR
Anticipated Late 2026 / Early 2027

Submit Comments by Noon on April 13, 2026 

• Mail to: Marin Municipal Water District, c/o Lucy Croy
 Address: 220 Nellen Ave, Corte Madera, CA 94925
 Letter subject heading: "Atmospheric River Capture Project Public Comment“

• Email: arcproject@marinwater.org
      Subject line: "Atmospheric River Capture Project Public Comment"
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